UV58HD-IP Series 

Integrated High Definition IP High-Speed Dome Camera
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Product Description  

UV58HD-IP with realy high definition video, uses 1/3 inch HD CCD sensor with 1.3 million pixel, to realize 720P high resolution picture; build in 18x lens.
UV58HD-IP adopts H.264 video compression and high cost effecitive, latest Hisilicon chip; Integrated in-bulit pan/tilt and digital encoder to represent new generation of high technology surveillance product. Based on completely digital controlling, it realizes full orientation surveillance without blind spot; Not only have function of preset, auto scan, tour scan, pattern, but also have manual limits, auto flip, privacy zone and black light compensation; High realibility and high performance for long time working without maintance; Support to upgrade on line.

Product features
· Based on Ethernet, support to view control through IE 
· Step motor, stable operation, accurate position and quick responds
· 360°continuous pan rotation with no blind spot, can set limit range
· Privacy zone masking function, supports up to 12 privacy zones

· With OSD menu and OSD passport protect function

· Power off memory function, can record the movement before power off. 

· With auto-scan of pan and apple peel scan 

· With setting virtual zero position

· Change speed proportionally function: Pan/tilt speed and the depth of zoom lens decline proportionally and continuously
· 5 channels timer auto-activate function, to run the preset movements

· 2 pattern of tracking memory function

· 4 presets tour function, dwell time can be set

· 255 preset positions with precision error less than ± 0.10
· With surge and lightning protector
· CE/FCC/RoHs/IP66 compliance
Features of the Pan& Tilt

	Manual control speed
	Pan speed
	0.1°-150°/sec

	
	Tilt speed
	0.1°-100°/sec

	Preset target speed
	Pan speed
	150°/sec

	
	Tilt speed
	100°/sec

	Pan running
	360° continuous pan rotation

	Tilt running
	+2°~ -92° unobstructed tilt rotation

	Preset tour
	8 preset tours


Camera/lens Parameter (DI-SC110 HD camera)

	Efficient pixel
	1296（H）x966（V）
1.3mega pixel

	CCD
	HAD 1/3”

	Scan System
	Interleaved

	Scan frequency: Pan/Tilt
	22.5KHz/30Hz

	Resolution
	800TVL

	Optical zoom
	18

	Electronic zoom
	12

	S/N Ratio
	≥50dB

	Lens angle:
	3.2°（Wide angle）～55.2°（narrow angle）

	Iris Ctrl
	Auto/Manual

	Focus
	Auto/Manual

	Focal length
	4.7mm~84.6mm

	WDR
	Auto/Manual

	Shutter speed
	1/20sec~1/4000sec 

	Zoom change speed
	5.2 sec

	Backlight compensation
	Auto(can be adjusted)

	Auto white balance
	Auto/indoor/outdoor


Net Parameter

	Image sensor
	CCD; 

	Minimum illumination
	0.5Lux

	Processor
	Hisilicon Hi3512

	Video compression
	H.264 Main Profile Level 3.0/MJPEG selectable

	Browse mode
	Set with WEB server and client software 

	Selectable net 
	LAN,WAN, Internet, Intranet, etc.

	Dynamic IP address analysis
	 yes

	Dual-stream
	Support main and Sub stream

	Resolution of the biggest picture
	Main bit rate:1280x720

Secondary bit rate:640x360 or 320x280

	Video frame rate
	Main Stream：1~25 or 30 frame selectable 

Sub Stream：1~25 or 30 frame selectable

	Video Rate
	32Kbps～16Mbps

	Subtitles superimposed
	User can Superimpose channel name, date/time,    bit rate information

	Alarm input
	1

	Alarm output
	1, 120VAC  1A / 24VDC  1A selectable

	e-mail alarm
	support

	FTP protocol
	support

	RTSP protocol
	support

	Mobile surveillance
	Support Windows Mobile、Symbian、iPhone mobile phone

	Working temperature
	-10℃ ~ +55 ℃

	Working humidity
	10 ~ 85%

	Input voltage
	AC 24V（DC 12V selectable）


Order Model NO.

	Item Number
	Style

	UV58HD-IP
	Oudoor/Indoor Pendant


Dimensional drawing (MM)
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